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TOLEDO XTRA
EXTRA HEIGHT FLUSH TO WALL TOILET SUITE

• Optional adjustable S connector f  set outor 175-210mm

• Smartly styled flush to wall close coupled vitreous china toilet suite

• Rimless flushing system - efficient and easy to clean

• Concealed back entry water inlet

• Adjustable S connector supplied for mm set out 90-175

• Permits installation in compliance with Ambulant requirements of AS1428.1

• Optional bottom entry water inlet available

• Can be used in ambulant-assisted living installations with the increased seat
height for comfortable use
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* RECOMMENDED WATER
INLET LOCATIONS

150*

HEIGHT FOR
BACK-ENTRY
WATER INLET

100*

Provided

Item Description Code

Toilet Toledo Xtra Height FTW Pan JTTT401

Cistern Toledo Cistern JTTT402

Seat* Toledo Soft Close Seat JSET101

Sewer S Connector mm set out90-175 X011H

Installation Floor Fixing Kit XJ200

Installation Instruction Sheet

Optional

Sewer S Connector m set out 175-210m X011B

Seat Toledo Std-Close, Anti-Vandal Seat JSET102

Inlet Valve Conversion Valve Kit to Bottom Entry XJ108
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All dimensions are in millimetres and are subject to normal manufacturing variation of +/- 5mm on all surfaces.       

Bathroom Products Australia P/L ABN 87 079 297 617

As product development is ongoing BPA reserves the right to vary specifications  without notice.          Fax: 1300 746 480
www.johnsonsuisse.com.au

         Tel:   1300 717 717
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S U P P L I E D  W I T H  A N 
ADJUSTABLE CONNECTOR 
FOR S TRAP INSTALLATION

P TRAP HEIGHT 180mm ( 5)

Standard Fittings

Inlet Valve XJ102

Outlet Valve XJ117

Connector X011H

Foam seal XC937

Cistern Bolts XJ193

Floor Fixing XJ200

Stopper Bung XJ160
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This suite may be 
ambulant compliant as 
defined in AS1428.1. 
It is the installer’s 
responsibility to verify 
that installation heights 
are correct for this 
purpose.
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